
eile EPX 33
Epoxy Adhesive Developed for Carbon Fiber 
Fabric

Description:
A two-component, epoxy-based adhesive material 
developed for carbon fiber fabric applications.

Areas of Use:
Used for bonding carbon fiber fabrics.

Product Features:

 High mechanical strength.
 Paste-like consistency, easy to apply.
 Does not sag in vertical applications.
 Solvent-free.

Application Procedure

Surface Preparation:
Before application, the surface must be free from dust, 
oil, paint, and other substances that may prevent 
adhesion. Cracks, voids, carbonated, or corroded 
areas should be repaired and cleaned. Corners should 
be rounded to a minimum diameter of 10 mm. For 
repairs, cement-based adhesion promoters like eile 
SNS 804 and repair mortars such as eile TH 70 should 
be used. The tensile strength of the application surface 
should be at least 1 N/mm², and the moisture content 
should not exceed 5% during application.

Application Method:
Carboshield should be cut with appropriate scissors or 
a utility knife. After eile EPX 33 is applied to the 
surface with a roller, Carboshield should be placed by 
stretching it along the fiber direction. The eile EPX 33 
epoxy adhesive should penetrate through the fabric 
fibers, and no air pockets should remain. To achieve 
this, the fabric should be pressed with a roller in the 
fiber direction. Then, another layer of eile EPX 33 
adhesive should be applied to laminate the 
Carboshield material between two layers of epoxy.

Packaging: Set: 6.6 kg - Component A: 5 kg, 
Component B: 1.6 kg

Mixing:
Component B should be added to Component A, 
ensuring no material remains inside component B. The 
mixture should be stirred with a low-speed mixer for 3-
4 minutes until a homogeneous gray color is achieved, 
making it ready for use.

Mixing Ratio:
A= 5:1.6

Points to Consider:

 The ambient and surface temperature during 
application should not be below +10°C or above 
+30°C.

 The surfaces must have sufficient strength and 
should be clean, smooth, and dry. The moisture 
content of the application surface should not 
exceed 5%. If the moisture is higher than this, eile 
EPX 021 epoxy primer for damp surfaces should 
be used.

 When applying on steel surfaces, sandblasting 
should be done to SA2.5 grade.

 Pay attention to the mixing ratios.
 A minimum waiting time of 12 hours between 

layers is required.

Technical Specifications

The abovementioned values are nominal values in standardized formulas 
by  eile POMEX Yapı Kimyasalları.  In normal manufacturing conditions, 
deviations anticipated by international standards may occur.

                                                                                                                                St
orage: Store  in  unopened  original  packaging  at 
temperatures  between +5°C and +35°C.  Protect  the 
product from direct sunlight and frost.

Shelf Life: 12 months from the production date in its 
unopened packaging under proper storage conditions.

Colour                            : Light Grey
Brightness                     : Matt
Specific Weight            : 1,3gr/cm3 (±0.05)
Solid matter                  : %100
Consumption                : 1-2 mm thickness 1,15 –2,3 kg/m³
Exposure Time              : 60 minutes 10°C /30 minutes 30 °C
Of Mixture
Viscosity                         : pasty
Curing Times
Mechanic Strength      : 30°C / 48 hours - 20°C /
                                                 5 days - 15°C / 7 days
Chemical Strength      : 30°C / 6 days - 20°C /
                                  7 days - 15°C / 9 days



eile EPX 33

Safety Recommendations: Please wear the coveralls, protective gloves, glasses and mask suitable for occupational health and safety. Make sure that it does 
not contact the skin and the eyes; in case it does, wash with plenty of water. In case swallowed, contact the closest health care institution immediately. Keep 
out of the reach of children. Keep food and drinks away from the application areas.
Responsibility: In case the recommendations and application conditions specified above are not conformed, the applications (misuse) do not fall under the 
responsibility of POMZA EXPORT A.Ş., the producer of eile POMEX branded products. The user is responsible for whether the product is used in accordance 
with its purpose, as well as the validity of application conditions and forms. eile Pomex Construction Chemicals does not accept any indemnity claim 
concerning the results, work accidents, direct or indirect damages or losses due to the misapplication of the products.  
Note: eile POMEX reserves the right to improve/revise the product and this technical document over time. This Technical Data Sheet supersedes the former 
Technical Data Sheet released for this product. The user must make sure that the available technical document is the latest updated version. If necessary, our 
company must be contacted to inquire the updating status of the document. AUGUST 2014
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