
eile POLIJET 120 - POLIJET 120K 
Polyurethane Injection Resin and Accelerator

Description:
A low-viscosity polyurethane injection resin that is 
activated with water, applied against negative water 
pressure.

Areas of Use:

 Used to stop water leaks in the negative direction
 Stabilization of cracked rock and sandy soils
 Mounting and insulation of all types of pressurized 

and non-pressurized pipe and canal connections
 Eliminating sudden water leaks in structures such 

as tanks and storage areas
 Prevention of water leaks in diaphragm walls and 

tunnel lining concretes

Product Features:

 Reacts with water to form a flexible, closed-cell 
foam

 Provides excellent adhesion to wet surfaces
 Solvent-free
 Environmentally friendly
 The injection application is done with the help of a 

pump capable of producing high pressure

Application Procedure:

In Wet Environments:
According to the preferred reaction time, mix 1% to 4% 
accelerator with Polijet 120 until a homogeneous 
mixture is achieved. This mixture is injected into the 
area where the water needs to be stopped using a 
single-component pump through packers. The mixture 
reacts with the water in the environment, foaming and 
stopping the flow.

In Dry Environments:
Inject water into the previously identified areas where 
water had come through, using packers to initiate the 
reaction of the Polijet 120 and accelerator mixture. 
According to the preferred reaction time, mix 1% to 5% 
accelerator with Polijet 120 until a homogeneous 
mixture is achieved. This mixture is then injected into 
the area where the water needs to be stopped using a 
single-component pump through packers. The mixture 
reacts with the water in the environment, foaming and 
stopping the flow.

Points to Consider:
The temperature of the environment and water, as well 
as the humidity levels, are parameters that affect the 
amount of accelerator used. These parameters 
determine the accelerator usage ratio.

Packaging:

 Polijet 120: 20 kg / tin bucket
 Polijet 120 K: 1 kg / plastic bottle

Storage:
It should be stored in its unopened original packaging 
at temperatures between +5°C and +35°C. The 
product should be protected from direct sunlight.

Shelf Life:
12 months from the production date when stored under 
the recommended conditions.

Technical Specifications

 Polijet 120                 Polyurethane Injection Resin 
Color                                       :Brown 
Density                                   :1,18kg/l 
Viscosity                                 :380mPa.s 
Flash point                             :190C 
Application temperature   :+10C+40C 
Expansion ratio                     :32/1(5% accelerator) 
Reaction time                        :38sec(5% accelerator)

Polijet 120  K                          Accelerator 
Color                                        :Light Yellow 
Density                                   :1,08kg/l 
Viscosity                                 :65mPa.s 
Flash point                             :110C 
Application temperature   :+10C+40C 
Expansion ratio                     :32/1(5% accelerator) 
Reaction time                        :38sec(5% accelerator)

Safety Recommendations: During application, appropriate workwear, protective gloves, goggles, and masks in accordance with occupational health and safety 
regulations must be worn. Avoid contact with skin and eyes; if contact occurs, wash thoroughly with plenty of water. In case of ingestion, seek medical attention 
immediately. Store out of the reach of children. No food or drink should be kept in the areas where the application is taking place.

Liability: POMZA EXPORT A.Ş., the producer of eile POMEX-branded products, cannot be held responsible for any improper applications (misuse) due to non-compliance 
with the above-mentioned recommendations and application conditions. It is the responsibility of the applicator to ensure that the product is used according to its 
intended purpose and that the application conditions and methods are valid. eile POMEX Construction Chemicals does not accept any claims for compensation arising 
from failure to apply the products as recommended, work-related accidents, or any direct or indirect damages.

Note: eile POMEX reserves the right to make developments or revisions to the product and this technical document over time. This Technical Data Sheet invalidates any 
previous versions published for this product. Users must ensure they have the most up-to-date version of the technical document. If necessary, contact the company to 

verify the document's currency.  EIP-TDS-041-Eile POLIJET 120-Rev0_eng


